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Area

Bottom and structural rings
FLUSTONE® V 600 W
FLUSTONE® V 700 MF
FLUSTONE® X 707
FLUSTONE® V 810
FLUSTONE® V 570

Cover
FLUSTONE® 700
FLUSTONE® V 570

FLUSTONE® X FINE
FLUSTONE® X 455 FINE
CASTONE” 966
FLUSTONE® 700
PATCHSTONE” 944
PATCHSTONE® 954

Slip plane
ECO-CLOTH 66
ISOLINE DMI R

Spout
ULTRABLOCK" 155
ULTRABLOCK® 241
RAMSTONE® C 104
RAMSTONE® C 879
RAMSTONE® C 76

ULTRABLOCK" 200 (CPS)
ULTRABLOCK® 166 (CPS)
DRISTONE" 29 SP
DRISTONE® 26 SP
DRISTONE" 37 SP
DRISTONE® 4 SC
DRISTONE® 793

ECO SIL® LD BO CR

ECO SIL” LD BO

ECO SIL* PLUSLDBO L
FLUSTONE® 839 CRHT

Maintenance
PLAST SET PS 98
PLAST SET PS 96
RAMSTONE® R 78
RAMSTONE® R 105
PATCHSTONE” 165

PATCHSTONE® 172

60,8
70,9
71,4
82,7
57,8

71,3
57,8

97,0
95,7
95,8
71,3
88,2
88,8

15,5

88,4
73,1
91,8
87,4
74,3

59,4
97,0
84,1
87,0
94,1
91,6
69,1

0,2

0,3

0,3
76,6

97,5
85,1
72,8
91,8
60,3

65,8

Sio,

%

38,0
27,8
25,0
15,3
39,3

27,0
39,3

0,1
0,1
0,2
27,0
4,3
4,9

55,0

0,0
26,3
15
11,0
21,5

30,6
2,9
0,1
0,2
0,3
2,1

29,1

99,6

99,5

97,6

17,8

0,2
0,2
23,7
15
34,7

29,5

%

0,2
0,2
2,4
1,0
14

0,3
1,4

2,9
2,9
3,4
0,3
4,6
4,6

24,0

6,2
0,1
0,1
0,1
0,1

0,1
0,1
15,1
12,6
4,1

0,1

0,1
0,1
0,1
0,1
3,5

3,2

9,3

54

MgO | SiC | Cr,0,

% %

5,2

5,0

5,0

4,0

9,4

5,0

Density
Kg/dm®

2,75
2,85
2,62
2,86
2,55

2,66
2,55

3,10
3,15
2,85
2,66
2,70
2,70

0,70

3,25
2,85
3,00
2,85
2,75

2,80
3,05
3,10
3,15
3,05
3,05
2,80
2,17
2,16
2,20
2,90

2,70
3,05
2,45

2,20

Max T.

°C

1.550
1.680
1.650
1.750
1.650

1.705
1.650

1.850
1.750
1.815
1.705
1.690
1.690

600
1.000

1.850
1.680
1.780
1.705
1.650

1.680
1.805
1.850
1.850
1.450
1.700
1.680
1.660
1.650
1.630
1.760

1.750
1.760
1.680
1.780
1.650

1.650
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Coreless induction furnaces for Iron and Steel

Al,O,
%

Cover T/:l\’\"ﬁx 4 x//
Top cap o b
Spout

Structural ring

Coil grouting
Permanent liner

Slip plane

Hot face lining

Bottom and lower structural ring

- Solutions in dry ramming mix

- Installation by Vibrosystem

- Solutions with CPS (Crucible Preformed System)
- Service at the installation and start- up

- After-sale technical assistance
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