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l  1000°C** 

W/m°K

T. Max

 °C

ISOLINE
®
 LOCKSIL ECO 25,3 66,0 1,00 0,25 1.000

ISOLINE
®
 MICROPOR SF 1100 50,0 45,0 ZrSiO2 0,31 0,04 0,06 1.100

PATCH-LITE
TM

 255 52,7 0,70 0,12 0,14 1.300

PATCH-LITE
TM

 210 33,3 55,9 4,0 0,80 0,10 0,12 1.200

ISOLINE
®
 K 23 39,0 57,0 0,60 0,23 0,29 1.300

PATCH-LITE
TM

 160 ML 54,0 35,8 4,0 1,83 0,52 0,66 1.500

FLUSTONE
®
 V 540 AL 55,8 36,5 6,0 2,45 1,80 1,90 1.600

FIRELINE
TM

 AD 7.3 42,0 2,12 1,45 1,58 1.410

FLUSTONE
®
 60 AL 60,1 35,8 6,0 2,65 1,95 2,04 1.705

FLUSTONE
®
 70 AL 70,1 23,7 5,0 2,72 1,98 2,11 1.705

FLUSTONE
®
 80 AL 80,8 15,0 5,0 3,10 1,97 1,93 1.705

FLUSTONE
®
 95 AL 94,4 4,9 4,0 3,02 3,02 2,83 1.850

FLUSTONE
®
 X 872 AL 87,2 2,6 6,0 3,06 1,98 1,86 1.705

FLUSTONE
®
 V 640 AL 60,2 32,2 6,0 2,48 1,92 2,01 1.680

FLUSTONE
®
 V 740 AL 74,9 17,3 6,0 2,60 2,04 2,13 1.680

FLUSTONE
®
 V 840 AL 84,2 8,2 6,0 2,85 2,15 2,24 1.705

FLUSTONE
®
 V 570 57,8 39,3 6,0 2,55 1,22 1,22 1.650

FLUSTONE
®
 V 600 MF 61,0 37,79 6,0 2,73 1,97 2,08 1.580

FLUSTONE
®
 700 71,3 27,0 6,0 2,66 1,93 2,11 1.705

FLUSTONE
®
 V 60 MF AL 61,3 34,8 6,0 2,75 1,98 2,07 1.550

FLUSTONE
®
 V 60 W AL 61,3 34,4 6,0 2,75 2,11 2,09 1.550

FLUSTONE
®
 X 872 AL 87,2 2,6 6,0 3,06 1,98 1,86 1.705

ULTRABLOCK
®
 139 62,5 37,0 6,0 2,70 2,09 2,09 1.550

FLEXTRONG
®
 304 AL 65,2 33,5 3,10 2,00 2,20 1.650

FLEXTRONG
®
 HT AL 71,3 28,2 3,06 2,05 2,26 1.650

PLAST SET PS 98 97,5 0,2 0,1 1.750

PLAST SET PS 96 85,1 0,2 9,4 0,1 1.760

RAMSTONE
TM

 C 76 74,3 21,5 3,0 2,75 2,67 2,44 1.650

RAMSTONE
TM

 C 104 91,8 1,5 5,0 4,0 3,00 3,26 3,14 1.780

RAMSTONE
TM

 C 879 87,4 11,0 5,0 2,85 2,21 2,15 1.705

RAMSTONE
TM

 R 78 72,8 23,7 2,0 2,70 1,05 1,35 1.680

RAMSTONE
TM

 R 105 91,8 1,5 5,0 2,0 3,05 3,26 3,14 1.780

PATCHSTONE
TM

 145 AL 45,6 39,5 3,0 2,15 0,81 1,05 1.470

PATCHSTONE
TM

 77 AL 77,8 4,1 3,0 2,50 1,10 1,45 1.450

PATCHSTONE
TM

 165 60,3 34,7 5,0 2,45 0,99 1,29 1.650

GUNSTONE
TM

 51 51,9 43,0 5,0 2,45 1,22 1,40 1.550

GUNSTONE
TM

 61 61,2 35,3 5,0 2,45 0,87 1,05 1.680

GUNSTONE
TM

 705 AL 74,9 10,4 5,0 2,80 2,33 2,27 1.705
* GM-Maximum granulometry ** l - Thermal conductivity www.erediscabini.com

Wear of charging/tapping zone

Maintenance

Insulation

Safety

Wear of basin

Wear of lid

- Solutions with excellent non-wetting properties and low heat loss 

- Charging zone lip-ring in composite preforms with ceramic matrix 

- Technical assistance for installation and drying servicee 
- Thermography service 
- Technical after-sales service 
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Safety 
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